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    AURORA SM-3Z  Spherical Plain Bearings - Rod Ends SEARCH - Whether it's agriculture or construction equipment your AMERICAN NTN BEARING MFG.CORP. working on, EPR 21 End plug (suffix Y) Has theSpherical Plain Bearings - Rod Ends 1700 r/min Bearing limiting speed you need.
        What is SM-3Z bearing cross reference？

        


   
   
       	Brand Name:	AURORA
	Model Number:	SM-3Z
	End plug (suffix Y):	EPR 21
	Bearing limiting speed:	1700 r/min
	Initial grease fill:	2154.6 g
	Cap bolt, SAE grade:	5
	J min.:	571.5 mm
	H1:	209.55 mm
	L:	749.3 mm
	ba:	98.425 mm


   


    
        Product Details


        
                        	End plug (suffix Y)	EPR 21
	Bearing limiting speed	1700 r/min
	Initial grease fill	2154.6 g
	Cap bolt, SAE grade	5
	J min.	571.5 mm
	H1	209.55 mm
	L	749.3 mm
	ba	98.425 mm
	A2	285.75 mm
	R1	122.237 mm


                    

        View more
    


   
   
       Company Profile


       AMERICAN NTN BEARING MFG.CORP.

       	Phone	741-5268


       View more
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                    Are Moog bearings any good?

                     
 
 Customer reviews: MOOG 515036 Wheel Find helpful customer reviews and review ratings for MOOG 515036 Wheel Bearing and Hub Assembly at Amazon.com. Read honest and unbiased product  

 In-Depth: Timken vs SKF vs Moog Comparison [WheelAre things...
                



                        
                	
                    How do you check bottom end bearing clearance?

                     
 
 How do you check bottom end bearing clearance?Jan 11, 2020 — Turn the crank shaft and set the crank at TDC position. · Remove locking arrangements, mark the nut position. · Slacken the nut and lower the  

 How would you carry...
                



                        
                	
                    How do you replace spindle bearings?

                     
 
 How to Replace CNC Spindle Bearings Part 1Jun 6, 2016 — How to Replace Damaged Bearings on a Precision CNC Spindle · Good digital micrometer capable of sizing the maximum shaft bearing journals 

 Customer reviews: 137646, 137645 Find...
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