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    Manufacturers of AMERICAN NTN BEARING MFG.CORP. all Angular Contact Ball Bearings are represented in our partial list of clients. Contact 12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter  Gary for a complete 12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-120 XPO  Angular Contact Ball Bearings list 3300 kN Basic dynamic load rating (C) of clients and projects.
        What is KC-120 XPO bearing cross reference？

        


   
   
       	Brand Name:	CONSOLIDATED BEARING
	Model Number:	KC-120 XPO
	Width (mm):	135
	Basic dynamic load rating (C):	3300 kN
	Calculation factor (Y0):	2,86
	Outer Diameter (mm):	560
	Basic static load rating (C0):	4700 kN
	Size (mm):	12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter 
	B:	135 mm
	Calculation factor (Y1):	2,92


   


    
        Product Details


        
                        	Width (mm)	135
	Basic dynamic load rating (C)	3300 kN
	Calculation factor (Y0)	2,86
	Outer Diameter (mm)	560
	Basic static load rating (C0)	4700 kN
	Size (mm)	12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter 
	B	135 mm
	Calculation factor (Y1)	2,92
	(Grease) Lubrication Speed	750 r/min
	Calculation factor (e)	0,23
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       Company Profile


       AMERICAN NTN BEARING MFG.CORP.

       	Phone	741-5268


       View more
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                    Are Moog bearings any good?

                     
 
 Customer reviews: MOOG 515036 Wheel Find helpful customer reviews and review ratings for MOOG 515036 Wheel Bearing and Hub Assembly at Amazon.com. Read honest and unbiased product  

 In-Depth: Timken vs SKF vs Moog Comparison [WheelAre things...
                



                        
                	
                    How do you check bottom end bearing clearance?

                     
 
 How do you check bottom end bearing clearance?Jan 11, 2020 — Turn the crank shaft and set the crank at TDC position. · Remove locking arrangements, mark the nut position. · Slacken the nut and lower the  

 How would you carry...
                



                        
                	
                    How do you replace spindle bearings?

                     
 
 How to Replace CNC Spindle Bearings Part 1Jun 6, 2016 — How to Replace Damaged Bearings on a Precision CNC Spindle · Good digital micrometer capable of sizing the maximum shaft bearing journals 

 Customer reviews: 137646, 137645 Find...
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