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        The inner and outer rings are offset to each other and the bearings are particularly suitable for carrying combined radial and axial loads.
A ball bearing is a type of rolling-element bearing that uses balls to maintain the separation between the bearing races.
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	Radial Clearance : 0.060 to 0.105 mm
	ra (max) : 2.5 mm
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	Width (mm) : 20
	Reference grease quantity Gref : 6.7 cm³
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	Bore Diameter (mm) : 73,025
	(Grease) Lubrication Speed : 2600 r/min
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	Bore Diameter (mm) : 140
	K : 6 mm


            

            
                    
                [image: 7.5 Inch | 190.5 Millimeter x 8.25 Inch | 209.55 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-75 XPO  Angular Contact Ball Bearings]
                	7.5 Inch | 190.5 Millimeter x 8.25 Inch | 209.55 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-75 XPO  Angular Contact Ball Bearings
	O.D. Type : Spherical OD
	Dynamic Load Rating : 8160 lbf
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	Bore Diameter (mm) : 139,7
	d : 139,7 mm
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	Center of Bearing from End S : 18.3 mm
	Weight : 0.50 lb
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	Max Speed (Grease) (X1000 RPM) : 2
	Bearing Type : NJ
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	Designation SNR : R158.28
	Compatibility : FIAT /  DUNA / engin
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	D : 240 mm
	da - Cone Frontface Backing Diameter : 172.97 mm
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	N1 : 16 mm
	H : 89 mm
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	ra1 max : 0,3 mm
	rmin : 0,3 mm
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