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        Angular Contact Ball Bearings

        
    

        
        The inner and outer rings are offset to each other and the bearings are particularly suitable for carrying combined radial and axial loads.
A ball bearing is a type of rolling-element bearing that uses balls to maintain the separation between the bearing races.

    

        
                    
                
                	5 Inch | 127 Millimeter x 5.75 Inch | 146.05 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-50 ARO  Angular Contact Ball Bearings
	Max. shaft corner radius, or 45 deg. chamfer (ch1) : 0.300
	Weight (g) : 17.00


            

            
                    
                
                	11 Inch | 279.4 Millimeter x 11.75 Inch | 298.45 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-110 XPO  Angular Contact Ball Bearings
	Brand : FYH
	Weight : 1,8 Kg


            

            
                    
                
                	4.75 Inch | 120.65 Millimeter x 5.5 Inch | 139.7 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-47 XPO  Angular Contact Ball Bearings
	Outer Diameter (mm) : 52
	D : 52 mm


            

            
                    
                
                	4.75 Inch | 120.65 Millimeter x 5.5 Inch | 139.7 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-47 ARO  Angular Contact Ball Bearings
	Basic static load rating (C0) : 57,4 kN
	Bearing number : B-2610


            

            
                    
                
                	4.5 Inch | 114.3 Millimeter x 5.25 Inch | 133.35 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-45 ARO  Angular Contact Ball Bearings
	da2 (min) : 107 mm
	Width : 47 mm


            

            
                    
                
                	4.5 Inch | 114.3 Millimeter x 5.25 Inch | 133.35 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-45 XPO  Angular Contact Ball Bearings
	Ew : 65 mm
	Weight : 0,091 Kg


            

            
                    
                
                	4.25 Inch | 107.95 Millimeter x 5 Inch | 127 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-42 XPO  Angular Contact Ball Bearings
	Bore Diameter (mm) : 35
	C : 23 mm


            

            
                    
                
                	4 Inch | 101.6 Millimeter x 4.75 Inch | 120.65 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-40 ARO  Angular Contact Ball Bearings
	Long Description : 150MM Bore; 160MM Ou
	Reference speed : 2 100 r/min


            

            
                    
                
                	4.25 Inch | 107.95 Millimeter x 5 Inch | 127 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-42 ARO  Angular Contact Ball Bearings
	Basic static load rating (C0) : 5 kN
	r3 min. : 0,6 mm


            

            
                    
                
                	4 Inch | 101.6 Millimeter x 4.75 Inch | 120.65 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-40 XPO  Angular Contact Ball Bearings
	Housing Style : Two-Bolt Pillow Bloc
	Shaft Size   : 3-11/16 in


            

            
                    
                
                	12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-120 XPO  Angular Contact Ball Bearings
	Width (mm) : 135
	Basic dynamic load rating (C) : 3300 kN


            

            
                    
                
                	12 Inch | 304.8 Millimeter x 12.75 Inch | 323.85 Millimeter x 0.375 Inch | 9.525 Millimeter  CONSOLIDATED BEARING KC-120 ARO  Angular Contact Ball Bearings
	Fw : 38,000 mm
	Ew : 47,000 mm
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