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        Cam Follower and Track Roller - Stud Type

        
    

        
        Cam followers SKF cam followers (stud-type track rollers) are designed to run on all types of tracks and to be used in cam drives, conveyor systems, etc. They are based on either needle or cylindrical roller bearings. Instead of an inner ring, they have a threaded solid stud (pin).
Selecting and applying cam follower bearings Whether you use?cam follower?bearings for?cam followers, or for?track, guide, or support?rollers, their performance depends largely on the?type?you select.

    

        
                    
                
                	IKO CR48VUU  Cam Follower and Track Roller - Stud Type
	B : 11.00 mm
	Grease Speed Rating Open/Shielded n1 : 20000 rpm


            

            
                    
                
                	IKO CR40VBUUE02  Cam Follower and Track Roller - Stud Type
	Oil Speed Rating n2 : 3600 rpm
	B : 47.00 mm


            

            
                    
                
                	IKO CR36VUUR  Cam Follower and Track Roller - Stud Type
	P90° : 94.3 kN
	Bearing : 22218 EK


            

            
                    
                
                	IKO CR36VUU  Cam Follower and Track Roller - Stud Type
	G1 : 60 mm
	Hydraulic nut : HMV 160 E


            

            
                    
                
                	IKO CR36VR  Cam Follower and Track Roller - Stud Type
	D : 380 mm
	with tapered bore : 1 100 min-1


            

            
                    
                
                	IKO CR36VBUUR  Cam Follower and Track Roller - Stud Type
	B : 65.00 mm
	Fillet Radius ra : 3.00 mm


            

            
                    
                
                	IKO CR36VBUU  Cam Follower and Track Roller - Stud Type
	RG : 1/4-28 UNF
	Db2 : 95 mm


            

            
                    
                
                	IKO CR36VBR  Cam Follower and Track Roller - Stud Type
	Da max. : 288 mm
	K : 4 mm


            

            
                    
                
                	IKO CR36VB  Cam Follower and Track Roller - Stud Type
	Limiting speed : 40000 r/min
	Mass needle roller and cage assembly : 0.0007 kg


            

            
                    
                
                	IKO CR36V  Cam Follower and Track Roller - Stud Type
	Reference speed : 24000 r/min
	Limiting speed : 26000 r/min


            

            
                    
                
                	IKO CR36UUR  Cam Follower and Track Roller - Stud Type
	Oil level, max. : 37 mm
	Mass housing : 11.8 kg


            

            
                    
                
                	IKO CR36UU  Cam Follower and Track Roller - Stud Type
	H2 : 44.45 mm
	Da : 180 mm
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