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        In sealed bearings, the rollers are protected from contaminants, water and dust, while providing lubricant retention and contaminant exclusion. This provides lower friction and longer service life.
A cage-guided cylindrical roller bearing helps keep the rolling elements in place, which becomes more crucial as loads get heavier. A cylindrical roller bearing can support light-thrust movement, with the double-row type also able to support axial loads in both directions.
 

    

        
                    
                
                	QM INDUSTRIES QVVC16V211SEM  Flange Block Bearings
	Basic Load Rating, Static Rating(N) : 7850
	Accessory : No Cover


            

            
                    
                
                	QM INDUSTRIES QAC11A204SEC  Flange Block Bearings
	RoHS : 6
	Bearing Retained : No


            

            
                    
                
                	QM INDUSTRIES QAC11A203SB  Flange Block Bearings
	Seal : Silicone
	Bearing Unit, Type : Diamond Flange Shape


            

            
                    
                
                	QM INDUSTRIES QAC10A200SB  Flange Block Bearings
	Bearing : 22206K
	Max Grease Speed : 7800


            

            
                    
                
                	QM INDUSTRIES QMFL10J200SEN  Flange Block Bearings
	Shape : Flange Type
	Type : Bearings with Housin


            

            
                    
                
                	QM INDUSTRIES QMFL08J108SN  Flange Block Bearings
	A1 : 42 mm
	B1 : 62 mm


            

            
                    
                
                	QM INDUSTRIES QMFL08J108ST  Flange Block Bearings
	Surface Treatment : Black Oxide Coating
	I.D. d(φ) : 16


            

            
                    
                
                	QM INDUSTRIES QAAC18A085ST  Flange Block Bearings
	Reference Thermal Speed Rating (Grease) : 4400
	C1(2) - Dynamic Radial Rating (Two-Rows) : 266000 N


            

            
                    
                
                	QM INDUSTRIES QAAC18A085SEN  Flange Block Bearings
	Seals : ZZ (Double Shield)
	C Chamfered : Not Provided


            

            
                    
                
                	QM INDUSTRIES QMFL10J050SEN  Flange Block Bearings
	Shape : Flanged Pilot Type
	Width T(mm) : 40 ～ 70


            

            
                    
                
                	QM INDUSTRIES QMFL10J050SEB  Flange Block Bearings
	Outside Ring Width B : 25.000 mm
	Grease Reference Speed : 7800 rpm


            

            
                    
                
                	QM INDUSTRIES QAAC15A070SB  Flange Block Bearings
	G : M6x1
	H1 : 25 mm
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