

        
        
                AMERICAN NTN BEARING MFG.CORP.
        NSK 625zz Bearing
  
            
        	Home
	Products
	News
	About
	Contacts

    
        Flange Block Bearings

        
    

        
        In sealed bearings, the rollers are protected from contaminants, water and dust, while providing lubricant retention and contaminant exclusion. This provides lower friction and longer service life.
A cage-guided cylindrical roller bearing helps keep the rolling elements in place, which becomes more crucial as loads get heavier. A cylindrical roller bearing can support light-thrust movement, with the double-row type also able to support axial loads in both directions.
 

    

        
                    
                
                	QM INDUSTRIES QMFL09J112SC  Flange Block Bearings
	Y2 : 1.49
	Y0 : 0.82


            

            
                    
                
                	QM INDUSTRIES QMFX11J055SM  Flange Block Bearings
	Height Indication : Height Configurable
	Number of Bearings : Single


            

            
                    
                
                	QM INDUSTRIES QAAC13A060SO  Flange Block Bearings
	Shape : Flanged Pilot Type
	Bearing Used : Deep Groove Ball Bea


            

            
                    
                
                	QM INDUSTRIES QAAC13A060SEO  Flange Block Bearings
	Outer Ring Shape : With Retaining Ring
	D : 68


            

            
                    
                
                	QM INDUSTRIES QAAC13A060SB  Flange Block Bearings
	Grease symbol : /2AS
	Retainer Type : Punching


            

            
                    
                
                	QM INDUSTRIES QMFX11J055SEM  Flange Block Bearings
	RoHS : 6
	Lateral Width L(mm) : 73


            

            
                    
                
                	QM INDUSTRIES QMFX09J045SM  Flange Block Bearings
	Type : Bearings with Housin
	Flange Shape : Round Type


            

            
                    
                
                	QM INDUSTRIES QAAC13A060SM  Flange Block Bearings
	Weight : 0.47 kg
	Designation of housing : FLE204N-


            

            
                    
                
                	QM INDUSTRIES QAAC15A070SEN  Flange Block Bearings
	Min operating temperature, Tmin : -25 °C
	Max operating temperature, Tmax : 120 °C


            

            
                    
                
                	QM INDUSTRIES QAAC13A060SEB  Flange Block Bearings
	Unit, Type : Insert Bearing Unit
	Bearing Unit, Type : Round flange shape


            

            
                    
                
                	QM INDUSTRIES QMFY09J045SB  Flange Block Bearings
	Bearing Used : Deep Groove Ball Bea
	Type : Bearings with Housin


            

            
                    
                
                	QM INDUSTRIES QAAFY15A211SM  Flange Block Bearings
	Series : 33011
	Db - Cup Backface Backing Diameter : 82.04 mm
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