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           Hm212049/Hm212011 (HM212049/11) Tapered Roller Bearing for Electrolysis Cell Power Station Equipment Power Distribution and Transmission Equipment

       

       
       	Model Number	Hm212049/Hm212011
	Min.Order Quantity	1 pcs
	Price	Negotiable


   

   
    
        Product Features


        
            	Hm212049/Hm212011 (HM212049/11) Tapered Roller Bearing for Electrolysis Cell Power Station Equipment Power Distribution and Transmission Equipment Size Chart (mm/inches)

	Bearing number	NJ 2216 ECM
	Size (mm)	140x80x33
	Bore Diameter (mm)	140
	Outer Diameter (mm)	80
	Width (mm)	33
	d	80 mm
	D	140 mm
	B	33 mm
	d1	101 mm
	D1	121.7 mm
	F	95.3 mm
	r1,2 - min.	2 mm
	r3,4 - min.	2 mm
	s	1.4 mm
	da - min.	90 mm
	da - max.	93 mm
	db - min.	104 mm
	Da - max.	129.8 mm
	ra - max.	2 mm
	Basic dynamic load rating - C	212 kN
	Basic static load rating - C0	245 kN
	Fatigue load limit - Pu	31 kN
	Reference speed	5300 r/min
	Limiting speed	5600 r/min
	Calculation factor - kr	0.2
	d1 ≈	101 mm
	D1 ≈	121.7 mm
	r1,2 min.	2 mm
	r3,4 min.	2 mm
	s max.	1.4 mm
	da min.	90 mm
	da max.	93 mm
	db min.	104 mm
	Da max.	129.8 mm
	ra max.	2 mm
	Basic dynamic load rating C	212 kN
	Basic static load rating C0	245 kN
	Fatigue load limit Pu	31 kN
	Calculation factor kr	0.2
	Limiting value e	0.3
	Axial load factor Y	0.4
	Mass bearing	2.27 kg
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